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Cellular PVC Trim

P Will not rust, corrode or stain material
P Can run through moulders and lathes
P Sawable, sandable and planeable
P Will not damage router bits or blades
P Stack and cut multiple layers
P Nails outlast the life of the PVC
P Retains strength in wet and arid climates
P Available in white and in other colors

EXTERIOR TRIM
CORNERBOARD
BEADBOARD
STACKED MOLDINGS
RAILS
OEM FABRICATION

APPLICATIONS

BENEFITS & FEATURES

POLYMER COMPOSITE NAILS

 White RAPTOR® Finish Nails

White RAPTOR® nail

Nail heads before sanding Nearly invisible after sanding
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TECHNICAL DATA

Model OMER 17P.32 OMER B17P.763

Fastener range ½” – 1¼” (12 – 32mm) ½” – 2¼” (12 – 57mm)

Magazine capacity 60 nails 85 nails

Operating air pressure 70 – 105 psi (5 – 7.5 bar) 70 – 105 psi (5 – 7.5 bar)

Dimensions LxWxH 9.3” x 2.28” x 8.6” (237 x 58 x 219mm) 12.1” x 3.0” x 10.3” (308 x 77 x 261mm)

Weight 2.93 lb (1.33 kg) 3.74 lb (1.7 kg)

Safety Nose Nose

RAPTOR® F/15 & F/14 Composite
Finish Nails (15 & 14 Gauge)

OMER 17P.32
 Finish Nailer

Required Tools

3.0 mm →|        |← 1/8”

12 mm -        - ½”
16 mm -        - 5/8”
19 mm -        - ¾”
25 mm -        - 1”
32 mm -        - 1¼”
38 mm -        - 1½”

51 mm -        - 2”
57 mm -        - 2¼”

F/15-050 CP
F/15-063 CP
F/15-075 CP
F/15-100 CP
F/15-125 CP
F/15-125
F/15-150 CP
F/15-150

F/15-200
F/14-225 (14Ga)

Part #

CP=Chisel Point

OMER B17P.763 
Finish Nailer

Packaging: 2350 nails per box ● 16 boxes per case


